


CPVC ELECTRODES

BNC

PRODUCT SPECIFICATION SHEET

CPVC OR KYNAR CABLE WITHOUT
ATC EXPOSED CABLE MOUNTING

COAXIAL

CABLE

CPVCCAP U=
WITH

INTERNAL BNC [\ T,,

1.20
POROUS |
HDPi BOTTOM VIEW ——
JUNCTION 0.85"
pH GLASS

INSTALLATION VIEW OF S645CD/ORP
IN FC60C/TC TEE ASSEMBLY

pH or ORP
GREY ELECTRODE
note: mount tee NUT =
at least 10 deg
above horizontal
MODIFIED TEE
FC60C
3.90"
le— 3.75"
TEMPERATURE
SENSOR IN 1/4"
NIPPLE
(ATTACHED TO
CABLE)

FORM: SIDESTREAMSPECS [REV:0803]
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PRODUCT SPECIFICATION SHEET

KYNAR(PVDF) ELECTRODES CPVC OR KYNAR CABLE WITHOUT
ATC EXPOSED CABLE MOUNTING

COAXIAL

CABLE

CPVCCAP U=

WITH T
\

INTERNAL BNC 1.20"

-
JUNCHHS,Ei BOTTOM VIEW o085 —
pH GLASS

EXPLODED INSTALLATION DRAWING
FOR S645KD/ORP IN FC60C/TK TEE

note: mount tee pH or ORP

at least 10 deg ELECTRODE
above horizontal

MODIFIED TEE 445"

TEMPERATURE
SENSOR IN 1/4"
NIPPLE
(ATTACHED TO
CABLE)

FORM: SIDESTREAMSPECS [REV:0803]
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